


 

WARNING! 
ALL COMPONENTS M ST BE SECURELY FASTENED TO 
A STRUCTURAL MEM ER CAPABLE OF SUPPORTING 4 
TIMES THE COMBINE  WEIGHT OF ALL COMPONENTS 
PLUS THE EQUIPMEN  BEING MOUNTED. IF IT CANNOT 
SUPPORT THIS WEIGHT, THE STRUCTURE MUST BE 
REINFORCED. 
THE MAXIMUM WEIG T TO BE INSTALLED ON THE 
MOUNT IS 150 POUND  (68.04 KG). 

2. Mount plasma static mount onto wall utilizing wall s ds or supporting framework with the 
proper face of the mount away from the wall for the r spective plasma (see WARNING, 
Figure 6, & Figure 7. 

Figure 6 
3. Turn latching flag ide prior to placing plasma 
4. With the aid of an erson, lift plasma display up

buttons with the te  slots dependent upon the m
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5. Raise safety latch to secure plasma in place (see F
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Figure 7 

in place. 
 to the Chief mount, aligning mounting 
odel plasma (see Figure 8 & Figure 9). 
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	PSM-2091, PSM-2092, & PSM-2095
	BEFORE PROCEEDING:Unpack the carton, verify contents shown in Figure 1 and read installation instructions completely. If you are missing any of the listed components, please contact Customer Service at 1-800/582-6480.
	PLASMA DISPLAYS ARE EXTREMELY FRAGILE.

